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TO USE THIS  
PRODUCT SAFELY

Before using this product, read 
its User Manual thoroughly.

PRODUCT FEATURES
Equipped with a highly visible LED

  An LED that lights up when the tag is read with an RFID reader. The 
light can be easliy seen in dark places, such as warehouses, and 
even in bright areas. 

 

Responds even from a far distance
  The LED can be activated from distances up to 8 metres using the 

SP1 RFID reader.

Visible from almost any angle
  Thanks to the tag’s translucent housing, the LED can be seen even 

from the side.       ..........................................................................................
.                 

High durability
  Resists drops on concrete from heights of 1.2 metres (20 tags test-

ed). 

CONVENIENT & USER-FRIENDLY FUNCTIONS
Easy to set up 
By scanning a QR code that con-
tains a unique electronic product 
code (EPC) on the back of the 
tag, it is possible to establish a 
link to the right tag securely, even 
in an environment with multiple 
tags.

Battery

Notification function. 
(Example of how the 
display may look like 

in the app)

Efficient battery use
  A battery level monitor 

informs you when the battery 
needs to be replaced.

  A function that prevents the 
LED from being left turned on, 
extends battery life. 

The special design offers 
a variety of mounting 
methods according to the 
specific needs on site.

Battery replacement can be 
done easily by using a coin to 
open the battery compartment.

Commercially available button 
batteries can be used.

APPLICATION EXAMPLES

Searching for shelves 
and boxes.

Digital picking. 

Searching for carts. Searching for checked in 
luggage. 

SPECIFICATIONS
Specification

Manufacturer Securitag Assembly Group, Taiwan

Tag Communication Method UHF

Frequency Range 860 - 960 MHz, global band

Power Supply Battery (button cell CR2032)

Operation Time

100 days (in case where a cycle, in which the light is on for one second and off 
for 59 seconds, is repeated 1440 times per day)

* The operation time is a reference value measured under room temperature and varies 
depending on the actual operational conditions.

* The specification value is obtained using Panasonic‘s button cells.

Writing/Reading Distance Up to 8 m (using the SP1 RFID reader. May vary depending on environment)

Operational Temperature
-30°C to +60°C

* Should be used within operational temperature of the SP1, which is -20 to +40°C

Protection Rating Equivalent to IP53

Drop Resistance Survives drops from 1.2 m on concrete once (20 tags tested)

LED Colour Red

Weight Approx. 26 g (including the battery)

Material Polycarbonate

How to attach M5 Screws, double-sided tape, bundling bands (not included) 

DIMENSIONS
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CONFIGURATION
 RFID reader - SP1

  Android device - BHT-1800 (BHT-M80 will be supported soon)  

  Navigation TAG software development kit (SDK) - with simplified app 

Versatile mounting Easy replacement of 
batteries
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